Miniatur-Keramiktrimmer ¢ 5 mm

FEATURE S
As well as applications to small sized electronic apparatus, this series is designed
for easy handing.

+ Wide mounting sizes and variable adjustment available

+ Sturdy mechanical structure against vibration or shock
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OPERATING TEMPERATURE RANGE -30C to +85C
RATED WORKING VOLTAGE 100VDC
WITHSTANDING VOLTAGE 400VDC
INSULATION RESISTANCE 10* MQ min.
ROTATION TORQUE 35 to 200 g-cm
SOLDERING TEMPERATURE 260+ 5C
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P.C.B MOUNTING HOLES
2.5 c # 0+0 #2
UNIT:MM
MCT-2/5 2.0 max 5.0 +01 00 o | 500+ 300 300
MCT-4/10 | 4.0 max 100 5% % | s00+300 >300
MCT-6/20 6.0 max 20.0 +01 00 o | 1000600 300
;1 >200
MCT-730 | 70max | 300 % % | 1000600 | 250
MCT-8/40 | 80 max 200 % % | e0s00 | >200
MCT-10/60 |  10.5 max 60.0 +0] 00 o | 1600800 >200
MCT-15/90 |  15.0 max 90.0 +0] 00 o | N1200 £ 500 >200




